
bizhub® PRESS 1250P MICR 
PRODUCTION PRINTER

Superior MICR performance

ASC X9 and ABA compliant MICR output

Optimal MICR signal strength and adhesion 

E13B and CMC-7 certified MICR fonts

Consistently reliable MICR quality

125 pages per minute

18,000 sheet maximum input capacity

High-capacity stacking options
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Konica Minolta bizhub PRESS 1250P MICR Production Printing System offers Magnetic 
Ink Character Recognition (MICR) toner printing at high production speeds to meet the 
demands of any production facility. Today, 80% of all business payments are still made  
using checks. In the US and Canada, banks require all checks to be printed with MICR  
toner. With the Konica Minolta MICR solution, every document you print will meet  
ANSI, ABA and Canadian Payments Acceptance standards for adhesion, signal strength, 
character sharpness and read rates.

PRODUCTION PRINTER

bizhub PRESS 1250P MICR

KONICA MINOLTA EMBEDDED IMAGE CONTROLLER (STANDARD)
Processor Intel® Pentium® G6950 2.8 GHz processor
Memory 2 GB RAM
Hard disk drive 250 GB SATA / 2 GB SSD (controller system stored)
Page description language Adobe® Postscript® 3™ (CPSI 3019), TIFF, PCL5c/6, XPS
PDF support PDF v1.7, PDF/X-1a, PDF/X-3
Variable data handling PPML 2.1
Font support Adobe Roman 136 fonts, PCL 81 fonts 

E13B and CMC-7 certified MICR fonts
OS support Windows: Vista, 7, 8, 8.1, 10

Server 2008, 2012: PCL6, PS (P), PS (Plugin)
Mac OS X 10.4–10.10: PS (P), PS (Plugin)
Linux PS (P)

OPTIONS
FA-501 PI-PFU connection kit
FS-532 100-sheet staple finisher
HD-511 Removable HDD inner case kit
HM-102 Humidifier kit
HT-505 Dehumidifier/heater for PFU
LC-501 Additional cart for LS-506
LS-506 Large stacker unit
MK-732 Mount kit for PI-502
PF-703 Vacuum paper feed unit/PI-PFU (5,000 sheets)
PI-502 Multi-post inserter
PK-522 Punch kit
RH-101 Removable HDD kit
RU-509 Decurling relay unit
RU-510 Relay unit

SYSTEM OVERVIEW
Type Console type
Print speed 125 ppm
Monthly duty cycle 3,000,000 pages
Resolution 1,200 x 1,200 dpi / 256 gradations (gray shades)
Standard memory 512 MB DDR2 RAM (system memory)

768 MB SDR-RAM (display memory)
HDD 250 GB or higher
Warm-up time Approx. 6.5 min
Print quantity 1–9,999 sheets
Paper sizes (max.) Standard: 12" x 18" 

Opt.: PF-703 – 12" x 19"
Paper weight (max.) Standard: 300 gsm

Opt.: PFU Trays 4 and 7 – 350 gsm
Paper supply Standard: 1,500 sheet universal paper drawers x 2

Max.: 18,000 sheets
Power requirements 208 – 240 V / 60 Hz / 24A dedicated line
Dimensions (W x D x H) 39" x 35.9" x 48.5" (engine only)
Weight 826.7 lb (engine only)


